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OPTICAL INFORMATION
RECORDING/REPRODUCING DEVICE AND
OPTICAL INFORMATION
RECORDING/REPRODUCING METHOD

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims the priority of Japanese Patent
Application No. 2013-244498, filed on Nov. 27, 2013, which
is incorporated herein by reference in its entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to an optical information
recording/reproducing device that records information on an
optical information recording medium using interference pat-
terns of signal light and reference light as page data and/or
reproduces information from the optical information record-
ing medium.

2. Description of the Related Art

As the related art of a field of present technology, JP-2010-
3358-A is known. In JP-2010-3358-A, “a tilt error signal
generating mechanism for generating a tilt error signal from a
hologram reproduction signal for tilt detection previously
recorded on an optical disk and a control mechanism for
correcting a tilt of the optical disk on the basis of the tilt error
signal” are described. In addition, JP-2010-44830-A is
known. In JP-2010-44830-A, ““a method related to a tilt detec-
tion method of a hologram device and suitable for a coaxial
method, recording a first tilt reference hologram, a second tilt
reference hologram, a third tilt reference hologram, and a
fourth tilt reference hologram in the same area, and obtaining
a signal for tilt correction from the holograms recorded as
described above in a reproduction mode” are described.

SUMMARY OF THE INVENTION

JP-2010-3358-A and JP-2010-44830-A disclose technol-
ogy for controlling a tilt of a recording medium at a tilt angle
at which hologram reproduction diffracted light for tilt detec-
tion previously recorded on the recording medium can be
optimally reproduced. Reproduction of the holograms
requires a large amount of reproduction parameters such as a
laser light source wavelength, a posture (a tilt of a Bragg
direction and a tilt of a pitch direction) of the recording
medium, a defocus, and position alignment of an objective
lens optical system and a reproduction hologram. For this
reason, a long process time is necessary to detect the tilt of the
recording medium using the hologram reproduction dif-
fracted light and a system is unstable.

In recording of a page multiplexing hologram of two
beams, an angle of reference light for each page is changed for
every 75 mdeg and multiplex recording of a plurality of page
data is performed on the same place of the recording medium.
Meanwhile, in tolerance of the angle of the reference light in
a reproduction mode for recording, angle positioning preci-
sion of +5 mdeg or less is necessary to reproduce the page
data. However, an incidence angle of the reference light on the
recording medium may be changed momentarily by distor-
tion of the recording medium, a surface contact due to defor-
mation, and mechanical tolerance, whenever a recording
position of the recording medium is changed. This is an
independent event in the recording mode and the reproduc-
tion mode and it is not possible to determine an angle (initial
angle) of reference light to reproduce a first page hologram
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2

after positioning of the recording medium. In order to repro-
duce the page data at a high speed, it is important to quickly
perform positioning at the initial angle of the reference light
at which the first page data can be reproduced after the posi-
tioning of the recording medium and find out page data of the
first page quickly.

Accordingly, an object of the present invention is to repro-
duce page data at a high speed, for a desired reproduction
position on a recording medium.

The above-described problems can be resolved by control-
ling an incidence angle of reference light on the basis of a tilt
measurement result in a recording mode, in a reproduction
mode, for example.

According to the present invention, page data can be repro-
duced at a high speed, for a desired reproduction position on
a recording medium.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a diagram illustrating a first embodiment of the
present invention;

FIG. 2 is a diagram illustrating a second embodiment of the
present invention;

FIG. 3 is adiagram illustrating storage of a medium record-
ing position and a tilt measurement result;

FIG. 4 is a diagram illustrating a reference light Bragg
angle and an amount of reproduction light in a reproduction
mode;

FIG. 5 is a diagram illustrating a reference light Bragg
angle and an amount of reproduction light in a reproduction
mode including a tilt;

FIG. 6 is a diagram illustrating reference light incident on
a recording medium in a recording mode;

FIG. 7 is a diagram illustrating reference light incident on
a recording medium in a reproduction mode;

FIG. 8 is a block diagram of an optical information record-
ing/reproducing device;

FIG. 9 is a diagram illustrating a relation of signal light and
reference light for a recording medium;

FIG. 10 is an operation flow in a recording mode; and

FIG. 11 is an operation flow in a reproduction mode.

DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Hereinafter, embodiments of the present invention will be
described using the drawings.

First Embodiment

Embodiments of the present invention will be described
with reference to the accompanying drawings. FIG. 8 is a
block diagram illustrating a recording/reproducing device of
an optical information recording medium that records and/or
reproduces digital information using holography.

An optical information recording/reproducing device 10 is
connected to an external control device 91 through an input/
output control circuit 90. When recording is performed, the
optical information recording/reproducing device 10 receives
a recorded information signal from the external control
device 91 by the input/output control circuit 90. When repro-
duction is performed, the optical information recording/re-
producing device 10 transmits the reproduced information
signal to the external control device 91 by the input/output
control circuit 90.

The optical information recording/reproducing device 10
includes a pickup 11, a reproducing reference light optical
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system 12, a cure optical system 13, a disk rotation angle
detecting optical system 14, and a rotation motor 50 and an
optical information recording medium 1 is configured to be
rotatable by the rotation motor 50.

The pickup 11 performs a function of radiating reference
light and signal light to the optical information recording
medium 1 and recording digital information on a recording
medium using the holography. At this time, the recorded
information signal is transmitted to a spatial light modulator
in the pickup 11 through a signal generating circuit 86 by a
controller 89 and the signal light is modulated by the spatial
light modulator.

When the information recorded on the optical information
recording medium 1 is reproduced, a light wave to make the
reference light radiated from the pickup 11 incident on the
optical information recording medium in a direction reverse
to a direction in a recording mode is generated by the repro-
ducing reference light optical system 12. The reproduction
light reproduced by the reproducing reference light is
detected by a light detector to be described below in the
pickup 11 and a signal is reproduced by a signal processing
circuit 85.

Radiation times of the reference light and the signal light
radiated to the optical information recording medium 1 can be
adjusted by controlling an opening/closing time of a shutter in
the pickup 11 through a shutter control circuit 87 by the
controller 89.

The cure optical system 13 performs a function of gener-
ating light beams used for precure and postcure of the optical
information recording medium 1. The precure is a preprocess
for radiating a predetermined light beam in advance before
radiating the reference light and the signal light to a desired
position, when information is recorded on the desired posi-
tion in the optical information recording medium 1. The post-
cure is a postprocess for radiating a predetermined light beam
to disable additional recording on the desired position, after
the information is recorded on the desired position in the
optical information recording medium 1.

The disk rotation angle detecting optical system 14 is used
to detect a rotation angle of the optical information recording
medium 1. When a rotation angle of the optical information
recording medium 1 is adjusted to a predetermined rotation
angle, a signal according to the rotation angle can be detected
by the disk rotation angle detecting optical system 14 and the
rotation angle of the optical information recording medium 1
can be controlled through a disk rotation motor control circuit
88 by the controller 89, using the detected signal.

A predetermined light source driving current is supplied
from a light source driving circuit 82 to light sources in the
pickup 11, the cure optical system 13, and the disk rotation
angle detecting optical system 14 and a light beam having a
predetermined light amount is emitted from each light source.

In addition, in the pickup 11 and the cure optical system 13,
mechanisms for enabling sliding in a radial direction of the
optical information recording medium 1 are provided and
position control is performed through an access control unit
81.

Meanwhile, in recording technology using the angle mul-
tiplex principle of the holography, an allowable error for a
deviation of an angle of the reference light tends to signifi-
cantly decrease.

Therefore, it is necessary to provide a mechanism for
detecting a deviation amount of the angle of the reference
light in the pickup 11 and provide a servo mechanism for
generating a signal for servo control by a servo signal gener-
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4

ating circuit 83 and correcting the deviation amount by a
servo control circuit 84 in the optical information recording/
reproducing device 10.

In addition, the pickup 11, the cure optical system 13, and
the disk rotation angle detecting optical system 14 may be
simplified by integrating some optical system configurations
or all optical system configurations as one optical system
configuration.

FIG. 1 illustrates an example of an optical system configu-
ration of the pickup 11 in the optical information recording/
reproducing device 10. First, a recording sequence of a holo-
gram will be described.

A light beam emitted from a light source 101 transmits a
collimating lens 102 and is incident on a shutter 103. When
the shutter 103 is opened, after the light beam passes through
the shutter 103, a polarization direction of the light beam is
adjusted such that a light amount ratio of P polarized light and
S polarized light becomes a desired ratio by an optical ele-
ment 104 composed of a 2 wavelength plate. Then, the light
beam is incident on a polarization beam splitter (PBS) prism
105. The light beam having transmitted the PBS prism 105
functions as signal light 106 and a light beam diameter thereof
is increased by a beam expander 108. Then, the light beam
transmits a phase mask 109, a relay lens 110, and a PBS prism
111 and is incident on a spatial light modulator 112. The
signal light to which information has been added by the
spatial light modulator 112 is reflected on the PBS prism 111
and propagates through a relay lens 113 and a polytopic filter
114. Then, the signal light is condensed on the optical infor-
mation recording medium 1 by an objective lens 115.

Meanwhile, the light beam having reflected on the PBS
prism 105 functions as reference light 107 and a polarization
direction thereofis set to a predetermined polarization direc-
tion according to a recording mode or a reproduction mode,
by a polarization direction converting element 116. Then, the
light beam is incident on a galvanometer mirror 119 via
mirrors 117 and 118. The galvanometer mirror 119 adjusts an
angle of the mirror by an actuator 120 to adjust an optical axis
angle of the reference light. After the reference light passes
through a lens 121 and a scanner lens 122, the reference light
is incident on the recording medium 1. As such, the signal
light and the reference light are overlapped and incident on
the recording medium 1 to form an interference fringe pattern
(hologram) 125 of light and the pattern is exposed to the
recording medium 1 to record information (page data). In
addition, because an incidence angle of the reference light
incident on the recording medium 1 can be changed by the
galvanometer mirror 119, multiple recording of a plurality of
page data on the same place of the recording medium is
enabled.

Next, a detailed recording sequence of the hologram will
be described.

FIG. 9 is a diagram illustrating a relation of the signal light
and the reference light for the recording medium 1. For
example, when multiple recording of page data of 400 pages
is performed on a section of 30° from a low angle (1 P) to a
high angle (440 P), an angle interval of the reference light per
page is 75 mdeg. The galvanometer mirror 119 sequentially
changes an angle by a mirror angle step corresponding to a
half value of the angle of the reference light for page data of
first to four hundredth pages and records the page data. The
angle of the reference light is changed by controlling angles
of'the galvanometer mirror 119 and the actuator 120 to rotat-
ingly drive the galvanometer mirror. An angle detecting unit
139 that detects a rotation angle of the galvanometer mirror
119 inputs an angle signal to a galvanometer mirror control
unit 140. The galvanometer mirror control unit 140 receives a
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target angle command signal from an angle command unit
141, performs feedback control of the angle such that the
angle signal shows a target angle, drives the galvanometer
mirror 119, and controls the angle of the reference light.
When recording is performed, after positioning of the record-
ing medium is performed on a recording position of a book,
according to a start signal of an input terminal 142, the angle
command unit 141 designates an angle section from 30 deg to
60 deg at an interval of 75 mdeg, sequentially changes the
reference light angles of 400 pages by the galvanometer mir-
ror 119, and records each page data. When the recording is
performed, the recording is performed at a predetermined
galvanometer mirror rotation angle, regardless of atilt state of
the recording medium. A reproduction mode on signal is
input from an input terminal 136, such that a switch unit 143
is turned off, when the recording is performed.

Hereinafter, the recording medium 1 is described as having
a disk shape to describe a recording operation. However, the
present invention is not limited thereto and the recording
medium 1 may have a card shape. The recording medium 1 is
rotated by a spindle motor 127, a movement of a radial direc-
tion of the disk-shaped medium is performed by a radius
movement stage 128, the recording position of the recording
medium 1 for the objective lens 115 is changed, a hologram
125 is spread on an entire area of the disk-shaped medium,
and the hologram is recorded. The inclination posture (tilt)
with a surface of the recording medium 1 for the objective
lens 115 is not constant whenever the recording medium 1
moves. For example, when a rotation shaft of the spindle
motor 127 and the recording medium 1 are obliquely
mounted or there is mechanical tolerance, surface wobbling is
generated by rotating the recording medium 1. In addition, an
oblique mounting state of the recording medium 1 may be
changed whenever the recording medium 1 is attached or
detached. In addition, in the recording medium 1, surface
distortion exists for each recording place and the tilt state is
changed due to an individual difference, an ambient environ-
ment temperature, and a posture. Due to these factors, page
data is recorded at a different incidence angle of the reference
light on the recording medium 1, for example, every +0.3 deg
and position of the recording medium.

Next, a recording position change of the recording medium
1 will be described. In the recording medium 1, allocation of
an address value showing a physical position and a recording
place of the recording medium 1 is performed. Withrespectto
a recording address number, a physical recording place of the
disk-shaped recording medium is associated with a rotation
angle (0) and a radius position (r) of the recording medium 1,
the rotation angle (8) and the radius position (r) are changed,
and a recording position of the recording medium 1 for the
objective lens 115 is changed. According to the recording
address, the rotation angle (8) and the radius position (r) of the
recording medium 1 are associated and are converted into
physical position information, the spindle motor 127 is
rotated by a 0 angle, the radius movement stage 128 is thread-
moved, and positioning for a recording place of the recording
medium corresponding to a target address is performed. If the
recording address is input from an input terminal 138, the
rotation angle (6) and the radius movement position (r) of the
recording medium 1 are associated with an address and con-
verted by a medium position designating unit 135 and are
transmitted to a medium movement control unit 134. The
medium movement control unit 134 calculates a rotation
movement amount and a thread movement amount from the
current rotation angle (6) and radius movement position (r) to
the targeted rotation angle (6) and radius movement position
(r) and transmits calculation results to an r-0 driving unit 131.
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The -0 driving unit 131 rotates the spindle motor 127, thread-
drives the radius movement stage 128, and performs position-
ing of the recording medium 1. In the above example, the
recording position of the recording medium 1 is changed by
moving the recording medium 1. However, the recording
position of the recording medium 1 may be changed by mov-
ing an optical system such as the pickup 11.

Next, a reproduction sequence of the hologram will be
described. Only the reference light 107 is incident on the
recording medium 1, the light beam having transmitted the
recording medium 1 is reflected by the galvanometer mirror
124 that can adjust an angle by the actuator 123, and reference
light for reproduction is generated in a direction along the
objective lens 115. The galvanometer mirror 124 performs
angle control in conjunction with angle control of the galva-
nometer mirror 119. For example, the angle is controlled to an
angle obtained by multiplying the angle of the galvanometer
mirror 119 with a predetermined angle coefficient. The gal-
vanometer mirror 124 functions as a phase conjugation mirror
and in this embodiment, a galvanometer mirror is described.
A conjugation lens and a fixed mirror may be separately
provided. The reproduction light that is reproduced by the
reference light for the reproduction propagates through the
objective lens 115, the relay lens 113, and the polytopic filter
114. Then, the reproduction light transmits the PBS prism 111
and is incident on a light detector 150 and a recorded signal
can be reproduced. The light detector 150 can use an imaging
element. However, if page data can be reproduced, any ele-
ment may be used.

Next, detailed reproduction of the hologram will be
described.

A condition of the angle of the reference light to reproduce
each page data in a plurality of page data (books) recorded on
the same place of the recording medium 1 is that the reference
light is incident at the same angle as an angle of the reference
light incident on the recording medium 1 in the recording
mode, in the reproduction mode. In addition, tolerance of an
incidence angle of the reference light in the recording mode
and the reproduction mode needs to be +5 mdeg or less to
obtain stable reproduction light. In addition, in one book, 400
page data are multiple-recorded and an angle interval of the
reference light of each page data is 75 mdeg. If a first page in
the book can be searched, second to four hundredth pages can
be mechanically searched. In addition, the incidence angle
offset ofthe reference light to which an environment tempera-
ture difference in the recording mode and the reproduction
mode and an influence ofhardening contraction of the record-
ing medium after the recording are added needs to be added.
However, because the offset angle can be calculated from
computation, previous addition setting of the offset angle is
easy.

However, the inclination posture (tilt) with the recording
medium 1 for the objective lens 115 may not be constant
whenever the recording medium 1 moves. Hereinafter, the tilt
is described as a medium tilt for an optical reference point (for
example, the objective lens 115) and an incidence angle
(Bragg angle) of the reference light of the recording medium
1.

For example, when the rotation shaft of the spindle motor
127 and the recording medium 1 are obliquely mounted or
there is mechanical tolerance, surface wobbling is generated
by rotating the recording medium 1. In addition, a state of the
recording medium 1 may be changed whenever the recording
medium 1 is attached or detached. In addition, in the record-
ing medium 1, surface distortion is generated in each record-
ing place and the tilt is changed due to an individual difter-
ence, an ambient environment temperature, and a posture.
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Due to these factors, an incidence angle of the reference light
on the recording medium 1 for each position of the recording
medium is changed in a range of +0.3 deg. Because the
incidence angle of the reference light is an independent event
in the recording mode and the reproduction mode, an inci-
dence angle of the reference light at which optimal reproduc-
tion light is obtained in the reproduction mode is unclear and
a value thereof is different for each reproduction address of
the recording medium. For example, it takes time to always
set a reference light angle obtained by estimating a maximum
value of all mechanical tolerances and search the first page of
the page data from about the setting angle to search the first
page in the book and a reproduction speed greatly decreases.
An initial angle of the reference light at which the first page in
the book can be searched at a high speed in the reproduction
mode needs to be set. Detailed description is given using
FIGS. 4 and 5.

FIGS. 4 and 5 illustrate an absolute value (a reference light
Bragg angle) of a Bragg angle of the reference light of the
page data in the reproduction. This shows an incidence angle
of the reference light reflected from the galvanometer mirror
119 for a structure (not illustrated in the drawings) fixing the
spindle motor 127 supporting the recording medium 1, not an
incidence angle for the recording medium. An x axis shows a
Bragg angle of reference light and a y axis shows an amount
of reproduction light. The page data of the first to four hun-
dredth pages is recorded when the Bragg angle of the refer-
ence light is 30 deg. For example, at a predetermined address
of the recording medium 1, the page data of the first page
exists at the Bragg angle of the reference light of 30 deg and
399 page data exist at an interval of 75 mdeg hereinafter, as
illustrated in FIG. 4. However, at a predetermined address
different from the above address, the page data of the first
page exists when the Bragg angle ofthe reference light is 30.3
deg and the 399 page data exist at an interval of 75 mdeg
hereinafter, as illustrated in FIG. 5. As such, an existence
place of the Bragg angle (initial angle) of the reference light
where the first page exists is unclear for each reproduction
address, it takes time to search the initial angle whenever the
reproduction address is updated, and the reproduction speed
decreases. In order to realize the high-speed reproduction, it
is important to prescribe an appropriate initial angle at any
address in the reproduction mode.

Therefore, in the first embodiment, a configuration in
which the incidence angle of the reference light for the
recording medium 1 in the reproduction mode is reproduced
by the same incidence angle of the reference light as that in
the recording mode, an optimal initial angle of the reference
light is determined for each address, and the first page can be
searched at a high speed is realized. Hereinafter, the configu-
ration will be described.

FIG. 6 illustrates a relation of incidence angles of the
reference light on the recording medium 1 and a structure 161
supporting the spindle motor 127 in the recording mode. For
example, when the page data (first page) is recorded in a state
in which the structure 161 and the recording medium 1 are in
a relation of an mechanical ideal state (parallel state), an
incidence angle (61) on the recording medium 1 and an inci-
dence angle (62) on the structure 161 are equal to each other.
Next, the case in which the recording medium is temporarily
removed and the recording medium is mounted to the spindle
motor 127 again is illustrated in FIG. 7.

In reproduction of FIG. 7, in the reference light (reproduc-
tion 1) of FIG. 7 having the same reference light angle as that
in the recording mode at the same address as that of FIG. 6, the
incidence angle of the reference light on the structure 161 is
02 and is the same as that in the recording mode. However, the

10

15

20

25

30

35

40

45

50

55

60

65

8

incidence angle of the reference light on the recording
medium 1 is 03 and the reference light is deviated by a
recording medium tilt difference (65) with the recording
mode and is incident. By setting the angle to 62 obtained by
adding the deviation angle (65) to the reference light angle
(03) in the reproduction mode (03+605), the reference light
incidence angle for the recording medium 1 in the reproduc-
tion mode can be equalized to the reference light incidence
angle in the recording mode, the reference light initial angle
to reproduce the first page data in the book is prescribed, and
a search time can be shortened.

In addition, due to an influence of medium contraction by
hardening of the recording medium 1 before the recording
and after the recording or expansion/contraction of the
recording medium 1 by a temperature difference of the
recording medium 1 in the recording mode and the reproduc-
tion mode, a reference light angle at which reproduction
diffracted light is maximally obtained can be calculated by
computing an offset angle of a predetermined angle for the
reference light angle in the recording mode. The calculated
reference light offset angle is added to 62, the initial angle of
the reference light to reproduce the data of the first page in the
book is prescribed, and the search time can be further short-
ened.

Hereinafter, an operation thereof will be described using
the block diagram of FI1G. 1 and an operation flow of FIG. 10.

First, tilt measurement and a storage operation thereof in
the recording mode (Step 1) will be described using FIG. 1. A
recording address is designated (Step 2). If a recording posi-
tioning operation of the recording medium 1 is completed
(Step 3), a tilt measuring device 126 provided on the prede-
termined optical reference point of the pickup 11 is used to
measure a tilt of the recording medium 1 for the optical
reference point (Step 4). The tilt measuring device 126 per-
forms optical tilt measurement using surface reflection of the
recording medium 1. However, if the tilt for the surface of the
recording medium 1 can be measured from the optical refer-
ence point, the present invention is not limited thereto and any
measuring mechanism may be used. Here, the tilt measure-
ment means both tilt angle measurement of a Bragg direction
and tilt angle measurement of a radial direction. However, an
operation for the tilt angle of the Bragg direction associated
with the reference light angle will be described hereinafter. In
the following description, the tilt shows a tilt of the Bragg
angle direction. A position on the recording medium 1 to
measure the tilt is a recording position of the hologram or a
position of the recording medium 1 closest to the objective
lens 115 or the scanner lens 122, which is a neighboring
position of the recording position. A tilt detection signal that
is measured by the tilt measuring device 126 is transmitted to
atilt operation unit 130 and tilt angle information is operated.
The tilt angle information is transmitted from the tilt opera-
tion unit 130 to a tilt storage unit 133 and the tilt angle
information is stored in the tilt storage unit 133 to correspond
to an address of the recording medium (Step 5).

Meanwhile, for a recording address showing the recording
position of the recording medium, the recording address is
input from the input terminal 138 and is transmitted to the
medium position designating unit 135. A recording address
value is input from the medium position designating unit 135
to the tilt storage unit 133 and the recording address and the
tilt angle information are recorded in the tilt storage unit 133
(Step 5). Thereby, the tilt angle information for each address
can be stored for the entire surface of the recording medium,
in the recording mode. The tilt measurement operation and
the tilt measurement result are stored to correspond to all of
the hologram storage places (books) on the recording
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medium. However, a plurality of books may be stored in one
area. This case corresponds to the case in which a size of the
hologram 125 for the recording medium 1 is small as a square
size of 760 umx380 pm and a change amount of the tilt for the
recording places corresponding to the plurality of books is
small and efficiency is good. Hereinafter, the operation of the
embodiment is described for an address of each book. How-
ever, the address may be defined as a predetermined area and
the operation may be executed for an assembly area of holo-
grams of a predetermined number. For example, the operation
may be executed in a Cure site unit (for example, an area of
holograms 0f80x80) to carry out Cure or a book case unit (for
example, an area of cure sites of an integral number), particu-
larly, in a unit in which the number of holograms is arranged
on a sequence of a recording process. In addition, the number
ot holograms in the area is not limited and may be variously
changed according to a physical state of the recording
medium. In addition, it is not necessary to target the entire
recording medium.

FIG. 3 is a conceptual diagram of storage of a tilt measure-
ment result for a recording place (address). At an address 1 of
FIG. 3, the tilt measurement result of the objective lens 115
and the recording medium 1 is (Tilt1). Next, an address 2 to
record the hologram 125 shows a state in which the recording
medium 1 shows a different inclination as compared with the
address 1 and the tilt measurement result of the recording
medium 1 for the objective lens 115 is (Tilt2). Next, an
address 3 to record the hologram 125 shows a state in which
the recording medium 1 is further inclined and the tilt mea-
surement result of the recording medium 1 for the objective
lens 115 is (Tilt3). For the tilt result measured for each
address, the tilt measurement result is associated with each
address and the tilt measurement result and each address are
stored in the tilt storage unit 133. An example of internal
information of the tilt storage unit 133 is illustrated in 160 of
FIG. 3. The tilt storage unit 133 is included in an optical
information recording/reproducing device not illustrated in
the drawings. At this time, the recording medium and aunique
number are associated and are stored. A medium number is
input from the input terminal 137 to the tilt storage unit 133.

The unique number may be a number of the optical infor-
mation recording/reproducing device not illustrated in the
drawings and a medium number thereof, for example, a num-
ber of a recording page number or a series number of the
medium. The reason why the unique number is added and
information is stored is that tilt measurement results of a
plurality of recording media are stored in one optical infor-
mation recording/reproducing device and a tilt result corre-
sponding to each recording medium can be referred to.

Next, an operation of the Bragg angle control of the galva-
nometer mirror 119 in the reproduction mode will be
described using FIGS. 1 and 11. In the reproduction mode
(Step 7), if a reproduction address is designated from the
input terminal 138 (Step 8), the rotation angle (0) and the
radius movement position (r) of the recording medium 1 are
associated with the address and converted by the medium
position designating unit 135 and are transmitted to the
medium movement control unit 134. The medium movement
control unit 134 calculates a rotation movement amount and
a thread movement amount from the current rotation angle (8)
and radius movement position (r) to the targeted rotation
angle (0) and radius movement position (r) and transmits
calculation results to the r-6 driving unit 131. The r-0 driving
unit 131 rotates the spindle motor 127, thread-moves the
radius movement stage 128, and performs reproduction posi-
tioning of the recording medium 1 (Step 9). If the reproduc-
tion positioning is completed, the tilt of the recording medium
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for the optical reference point is measured by the tilt measur-
ing device 126 provided on the optical reference point of the
pickup 11 (Step 10). The measurement signal from the tilt
measuring device 126 is transmitted to the tilt operation unit
130 and a value of the tilt angle is operated. The value of the
tilt angle is transmitted to the total tilt operation unit 132.
Meanwhile, a reproduction designated address is transmitted
to the tilt storage unit 133 through the medium position des-
ignating unit 135. The tilt information in the recording mode
associated with the designated address is read from the tilt
storage unit 133 (Step 11) and is transmitted to the total tilt
operation unit 132. The total tilt operation unit 132 operates a
difference of tilt information in the reproduction mode and tilt
information in the recording mode (Step 12). The difference
corresponds to a Bragg angle offset in the recording mode and
the reproduction mode. Bragg angle offset information is
transmitted from the total tilt operation unit 132 to the angle
command unit 141 through the switch unit 143. A reproduc-
tion mode on signal is input from the input terminal 136 to the
switch unit 143 and the switch unit 143 is turned on (Step 13).
This is to input the Bragg angle offset in the reproduction
mode to the angle command unit 141.

FIG. 5 illustrates a relation of a Bragg angle and a repro-
duction light amount for each page in the case of the Bragg
angle offset. When the Bragg angle offset at the designated
reproduction address is +0.3 deg, the angle command unit 141
operates the angle as a command angle obtained by adding
+0.3 deg of the Bragg angle offset to a galvanometer mirror
command angle in the recording mode and transmits a galva-
nometer mirror control angle command value to the galva-
nometer mirror control unit 140. In this way, the initial angle
in the reproduction mode can be positioned at 30.3 deg, the
first page data can be searched easily at a high speed, and
because angles for the second to four hundredth pages are
prescribed at an equal interval of 75 mdeg, the galvanometer
mirror can be positioned at a surrounding portion of each page
data at a high speed. The tilt storage unit 133 may be provided
in an optical information recording/reproducing device not
illustrated in the drawings or a host management system
connected to the optical information recording/reproducing
device not illustrated in the drawings. Because the tilt storage
unit 133 stores tilt information for each address of a plurality
of recording media handled by the optical information
recording/reproducing device not illustrated in the drawings,
it is necessary to allocate a unique number to each recording
medium and identify the recording medium by the unique
number of the recording medium in the reproduction mode.
For example, a semiconductor memory and a magnetic
memory may be included in a case covering a recording
medium not illustrated in the drawings, the unique number of
the recording medium may be recorded in the memory, and
the unique number of the recording medium may be identified
by reading the unique number from the memory. In addition,
in the memory, an RFID may be buried in a part of an inner
portion of the recording medium, the recording medium
unique number may be recorded, and a read operation may be
executed.

In the first embodiment described above, in the recording
mode, the tilt measurement result of the recording medium
for the recording address is stored and in the reproduction
mode, a tilt difference value of the tilt measurement result of
the recording medium for the reproduction address and the
stored tilt measurement result of the recording medium in the
recording mode is added to the reference light Bragg angle in
the reproduction mode. As a result, the reference light inci-
dence angle for the recording medium can be equalized in the
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recording mode and the reproduction mode and the page data
in the book in the reproduction mode can be searched at a high
speed.

In addition, the example of the case in which the tilt mea-
surement result when the recording is performed for every
predetermined area is stored has been described. However,
when the difference of the tilts for every predetermined area
is small, the unique number of the recording medium and
information regarding the tilt in the recording mode may be
associated and stored without storing the tilt measurement
result when the recording is performed for every predeter-
mined area.

Second Embodiment

A second embodiment of the present invention will be
described using FIG. 2. The description of the same func-
tional blocks as those of FIG. 1 is omitted. In this embodi-
ment, a measurement result of a recoding medium tilt in a
recording mode corresponding to an address of a recording
medium 1 is recorded on a management information unit of
the recording medium 1 and reproduction is performed. Here-
inafter, an operation thereof will be described using FIG. 2.

First, an operation in a recording mode will be described. If
a recording address is input from an input terminal 138, a
rotation angle (8) and a radius movement position (r) of the
recording medium 1 are associated with a recording address
and converted by a medium position designating unit 135 and
are transmitted to a medium movement control unit 134. The
medium movement control unit 134 calculates a rotation
movement amount and a thread movement amount from the
current rotation angle (6) and radius movement position (r) to
the targeted rotation angle (6) and radius movement position
(r) and transmits calculation results to an r-0 driving unit 131.
The r-6 driving unit 131 rotates a spindle motor 127, thread-
moves a radius movement stage 128, and performs recording
positioning of the recording medium 1. Next, if the recording
positioning is completed, a tilt measuring device 126 pro-
vided on an optical reference point of a pickup 11 is used to
measure a tilt of the recording medium 1 for the optical
reference point. A measurement signal from the tilt measur-
ing device 126 is transmitted to a tilt operation unit 130 and a
value of a tilt angle is operated. Information of the tilt angle is
transmitted to a data processing unit 144. Recording address
information designated from the input terminal 138 is trans-
mitted to the data processing unit 144 through a medium
position designating unit 135. The data processing unit 144
collects tilt measurement results in association with the des-
ignated recording address, executes a table data process, and
transmits the tilt measurement results to a recording signal
processing unit 145. The recording signal processing unit 145
converts the recording address and the tilt information con-
verted into the table data into a signal for recording and inputs
the signal to the recording signal processing unit 147. The
recording signal processing unit 145 inputs recording infor-
mation (management information and user data) from the
input terminal 149 and the recording address and the tilt
information converted into the signal for the recording to the
recording signal processing unit 147 and the recording signal
processing unit 147 generates recording data (a signal A) to be
recorded on the recording medium, inputs the recording data
to a spatial light modulator 112, optically generates hologram
recording data, and records the hologram recording data on
the recording medium 1.

The management information includes information of the
recording data and the recording address, information regard-
ing the life of the medium, information showing a defect
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position of the medium, information including recording con-
ditions and environment conditions, and information of a tilt
measurement result for an address in a recording mode and is
important information. The management information is
recorded at a stable position of a portion in which a distortion
amount of the recording medium is smallest.

Next, a reproduction operation of the information of the tilt
measurement result for the address included in the manage-
ment information in the recording medium will be described.
If a reproduction address of the management information is
input from the input terminal 138, the recording medium 1
performs a positioning operation for the address, reproduc-
tion light is incident on a light detector 150, and a signal B is
input as a reproduction signal to the reproduction signal pro-
cessing unit 146. The reproduction signal processing unit 146
outputs reproduction information to an output terminal 148
and all addresses of the recording medium 1 and tilt measure-
ment value information in the recording mode corresponding
to the addresses are input to the data processing unit 144.
Because Bragg angle control of a galvanometer mirror 119 in
the reproduction mode is the same as that in the first embodi-
ment, the operation description is omitted.

In the second embodiment described above, the tilt infor-
mation in the recording mode is added to the management
information of the recording medium and recording is per-
formed and the tilt information is obtained as the reproduc-
tion signal from the recording medium in the reproduction
mode. As a result, it is not necessary to store the tilt informa-
tion in an internal memory of an optical information record-
ing/reproducing device not illustrated in the drawings or a
host management system connected to the optical informa-
tion recording/reproducing device not illustrated in the draw-
ings and the tilt information can be surely managed for each
recording medium.

The present invention is not limited to the embodiments
described above and various modifications are included in the
present invention. For example, the embodiments are
described in detail to facilitate the description of the present
invention and are not limited to embodiments in which all of
the described configurations are included. In addition, a part
of the configurations of the certain embodiment can be
replaced by the configurations of another embodiment or the
configurations of another embodiment can be added to the
configurations of the certain embodiment. In addition, for a
part of the configurations of the individual embodiments,
other configurations can be added, deleted, and replaced.

In addition, a part or all of the individual configurations,
functions, processing units, and processing mechanisms may
be designed by integrated circuits and may be realized by
hardware. In addition, the individual configurations and func-
tions may be realized by software by analyzing programs for
realizing the functions by a processor and executing the pro-
grams by the processor. Information such as the programs, the
tables, and the files for realizing the individual functions and
the data may be stored in a recording device such as a
memory, a hard disk, and a solid state drive (SSD) or a
recording medium such as an IC card, an SD card, and aDVD.

In addition, only control lines or information lines neces-
sary for explanation are illustrated and the control lines or
information lines do not mean all control lines or information
lines necessary for a product. In actuality, almost all configu-
rations may be connected to each other.

What is claimed is:

1. An optical information recording/reproducing device
that radiates signal light and reference light to a recording
medium, forms a hologram, and records information and
emits the reference light to the hologram of the recording
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medium and reproduces information, the optical information
recording/reproducing device comprising:

a laser light source that generates the signal light and the

reference light;

a light angle control unit that controls an angle of the

reference light incident on the recording medium;
a light detecting unit that detects diffracted light when the
reference light is radiated to the recording medium;

apositioning unit that allocates an address to the recording
medium and performs positioning of the recording
medium for the address;

a tilt measuring unit that measures a tilt of the recording

medium; and

a control unit that controls the incidence angle of the ref-

erence light by the light angle control unit, on the basis
of a tilt measurement result in a recording mode, which
is stored in a storage unit and is measured by the tilt
measuring unit, in a reproduction mode, wherein

the storage unit stores the address and the tilt measurement

result for the address in the recording mode and the
controlunit controls the incidence angle of the reference
light by the light angle control unit, on the basis of the
address and the tilt measurement result for the address in
the recording mode, in the reproduction mode.

2. The optical information recording/reproducing device
according to claim 1, further comprising a scanner lens that
radiates the reference light to the recording medium, wherein

the tilt measuring unit measures a tilt of the recording

medium for a predetermined point of an optical structure
including the scanner lens.

3. The optical information recording/reproducing device
according to claim 1, further comprising:

a spatial light modulating unit that adds information to the

signal light; and

an objective lens that radiates the signal light to which the

information has been added to the recording medium,
wherein

the tilt measuring unit measures a tilt of the recording

medium for a predetermined point of an optical structure
including the objective lens.

4. The optical information recording/reproducing device
according to claim 1, wherein

the tilt measuring unit measures a tilt of a Bragg angle

direction of the reference light angle.

5. The optical information recording/reproducing device
according to claim 1, wherein

the address is defined as an area in which a plurality of

addresses are collected.

6. The optical information recording/reproducing device
according to claim 1, wherein

the storage unit is included in the optical information

recording/reproducing device.
7. The optical information recording/reproducing device
according to claim 1, further comprising:
a management information generating unit that generates
management information of the recording medium;

atilt information adding unit that adds the tilt measurement
result and the measured address information to the man-
agement information;

a management information recording unit that records the

management information on the recording medium; and

a management information reproducing unit that repro-

duces the management information from the recording
medium.
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8. The optical information recording/reproducing device
according to claim 1, wherein

the tilt measurement result and address information are
stored in the storage unit together with a unique number
of the recording medium, the tilt measurement result and
the address information corresponding to the unique
number are read, and reproduction is performed.

9. The optical information recording/reproducing device

according to claim 8, further comprising:

a management information generating unit that generates
management information of the recording medium;

atilt information adding unit that adds the tilt measurement
result and the measured address information to the man-
agement information;

a management information recording unit that records the
management information on the recording medium; and

a management information reproducing unit that repro-
duces the management information from the recording
medium.

10. An optical information recording/reproducing device
that radiates signal light and reference light to a recording
medium, forms a hologram, and records information and
emits the reference light to the hologram of the recording
medium and reproduces information, the optical information
recording/reproducing device comprising:

a laser light source that generates the signal light and the

reference light;

a light angle control unit that controls an angle of the
reference light incident on the recording medium;

a light detecting unit that detects diffracted light when the
reference light is radiated to the recording medium;

a positioning unit that allocates an address to the recording
medium and performs positioning of the recording
medium for the address;

a tilt measuring unit that measures a tilt of the recording
medium; and

a control unit that controls the incidence angle of the ref-
erence light by the light angle control unit, on the basis
of a tilt measurement result in a recording mode, which
is stored in a storage unit and is measured by the tilt
measuring unit, in a reproduction mode, wherein

the tilt measurement result and address information are
stored in the storage unit together with a unique number
of the recording medium, the tilt measurement result and
the address information corresponding to the unique
number are read, and reproduction is performed.

11. The optical information recording/reproducing device

according to claim 10, further comprising:

a management information generating unit that generates
management information of the recording medium;

atilt information adding unit that adds the tilt measurement
result and the measured address information to the man-
agement information;

a management information recording unit that records the
management information on the recording medium; and

a management information reproducing unit that repro-
duces the management information from the recording
medium.

12. An optical information recording/reproducing device
that radiates signal light and reference light to a recording
medium, forms a hologram, and records information and
emits the reference light to the hologram of the recording
medium and reproduces information, the optical information
recording/reproducing device comprising:

a laser light source that generates the signal light and the

reference light;
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a light angle control unit that controls an angle of the
reference light incident on the recording medium;

a light detecting unit that detects diffracted light when the
reference light is radiated to the recording medium;

apositioning unit that allocates an address to the recording
medium and performs positioning of the recording
medium for the address;

a tilt measuring unit that measures a tilt of the recording
medium;

a control unit that controls the incidence angle of the ref-
erence light by the light angle control unit, on the basis
of a tilt measurement result in a recording mode, which
is stored in a storage unit and is measured by the tilt
measuring unit, in a reproduction mode,

a management information generating unit that generates
management information of the recording medium;

atilt information adding unit that adds the tilt measurement
result and the measured address information to the man-
agement information;

a management information recording unit that records the
management information on the recording medium; and

a management information reproducing unit that repro-
duces the management information from the recording
medium.

13. An optical information recording/reproducing method
that radiates signal light and reference light to a recording
medium, forms a hologram, and records information and
emits the reference light to the hologram of the recording
medium and reproduces information, the optical information
recording/reproducing method comprising:

generating the signal light and the reference light;

controlling an angle of the reference light incident on the
recording medium;

allocating an address to the recording medium and per-
forming positioning of the recording medium for the
address;

measuring a tilt of the recording medium in a recording
mode;

storing the address and a tilt measurement result for the
address measured by the tilt measurement; and

16

controlling the incidence angle of the reference light, on
the basis of the address and the tilt measurement result
for the address, in a reproduction mode.
14. The optical information recording/reproducing method
5 according to claim 13, wherein
in the measuring of the tilt, a tilt of a Bragg angle direction
of the reference light angle is measured.
15. The optical information recording/reproducing method
according to claim 13, wherein
the address is defined as an area in which a plurality of
addresses are collected.
16. The optical information recording/reproducing method
according to claim 13, wherein
the tilt measurement result and address information are
stored together with a unique number of the recording
medium, the tilt measurement result and the address
information corresponding to the unique number are
read, and reproduction is performed.
17. The optical information recording/reproducing method
according to claim 13, further comprising
generating management information of the recording
medium,;
adding the tilt measurement result and the measured
address information to the management information;
recording the management information on the recording
medium; and
reproducing the management information from the record-
ing medium.
18. The optical information recording/reproducing method
according to claim 16, further comprising
generating management information of the recording
medium,;
adding the tilt measurement result and the measured
address information to the management information;
recording the management information on the recording
medium; and
reproducing the management information from the record-
ing medium.
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